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Casse in acciaio inox
Stainless steel boxes

Struttura 
acciaio inox AISI 304 (su richiesta AISI 316) 
sp. 12/10.
Coperchio avvitato 
acciaio inox AISI 304 (su richiesta AISI 316) 
sp. 12/10 con guarnizione poliuretanica 
bicomponente.
Grado di protezione
IP 66 in accordo con IEC EN 62208; EN 
60529.
NEMA 4X in accordo con UL508A; UL50
Grado di resistenza all'urto secondo IEC 
EN 62208: IK10
A richiesta versione AISI 316 per tutte le 
misure.

Structure
AISI 304 stainless steel (AISI 316 on request) 
th. 12/10.
Screwed cover
AISI 304 stainless steel (AISI 316 on 
request) th. 12/10 with a polyurethane two-
component seal.
Protection degree
IP 66 in accordance with IEC EN 62208; EN 
60529.
TYPE 4X in accordance with UL508A; UL50.
Mechanical resistance degree as per IEC 
EN 62208: IK10
On request version AISI 316 for all sizes.

Con porta cieca avvitata serie CDE
With screwed blank door series CDE

CODICE AISI 304
CODE AISI 304

DIMENSIONI, MM
DIMENSIONS, MM

ALTEZZA
HEIGHT

LARGHEZZA
WIDTH

PROFONDITÀ
DEPTH

RICDE11801 150 150 80

RICDE22801 200 200 80

RICDE32801 300 200 80

RICDE42801 400 200 80

RICDE62801 600 200 80

RICDE82801 800 200 80

RICDE111201 150 150 120

RICDE221201 200 200 120

RICDE311201 300 150 120

RICDE321201 300 200 120

RICDE331201 300 300 120

RICDE421201 400 200 120

RICDE431201 400 300 120

RICDE441201 400 400 120

RICDE521201 500 200 120

RICDE531201 500 300 120

RICDE621201 600 200 120

RICDE631201 600 300 120

RICDE641201 600 400 120

RICDE821201 800 200 120

RICDE841201 800 400 120
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Fino H 500 n°4 punti di �ss.
Per H 600 n°6 punti di �ss.
Per H 800 n°6 punti di �ss.

Until H 500 n°4 �xing point
For H 600 n°6 �xing point
For H 800 n°6 �xing point

IP66


