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Pulpiti
Consoles

Struttura 
realizzata in lamiera d’acciaio sp. 15/10 
verniciata RAL 7035 bucciato.

Porta della mensola 
realizzata in lamiera d’acciaio sp. 20/10 
verniciata RAL 7035 bucciato completo di 
aste di sostegno per arresto porta.

Porta della cassa e pannello posteriore 
asportabili, realizzati in lamiera d’acciaio 
sp. 15/10 verniciati RAL 7035 bucciato.

Fondo ingresso cavi 
regolabile in due metà. Realizzato in 
lamiera d’acciaio zincata sp. 15/10

Pannello di cablaggio 
asportabile realizzato in lamiera d’acciaio 
zincata sp. 20/10 fissato sul fondo 
dell’involucro.

Composizione 
struttura, porte, pannello posteriore, fondo 
ingresso cavi e pannello di cablaggio.

Grado di protezione 
IP 55 EN 60529 soddisfa TYPE 1, 12.

Structure					  
Made of 15/10 thick steel sheet, painted 
textured RAL 7035.

Desk lid			    
Made of 20/10 thick steel sheet, painted 
textured RAL 7035, complete with support 
bars for lid stop.

Base door and rear panel		
Removable, made of 15/10 thick steel 
sheet, painted textured RAL 7035.

Bottom cable gland plate		
Composed of two parts, adjustable. Made 
of 15/10 thick galvanized steel sheet.

Mounting panel			 
Removable, made of 20/10 thick 
galvanized steel sheet, fixed at the bottom 
of the enclosure.

Composition			 
structure, doors, rear panel, bottom cable 
gland plate and mounting panel.

Protection degree 
IP 55 EN 60529 compliant to NEMA 1, 12.

COMPATTO PN
PN COMPACT

DIMENSIONI
DIMENSIONS

CODICE
CODE

LARGHEZZA, L
WIDTH, L B C D E F G

R5PN600 600 547 586 596 475 540 547

R5PN800 800 747 786 796 675 740 747

R5PN1000 1000 947 986 996 875 940 947

R5PN1200 1200 1147 1186 1196 475x2 1140 1147

R5PN1600 1600 1547 1586 1596 675x2 1540 1547

R5PN2000 2000 1947 1986 1996 875x2 1940 1947
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