
RATMS10 10-5 A 120-240 Vac - 50/60 Hz ±5 (%U.R.) 5 (%U.R.) 10 (%U.R.)

RAMKLIMA LINE

ACCESSORI PER VENTILAZIONE
ACCESSORIES FOR VENTILATION

IGROSTATO
HYGROSTAT

Permette il controllo costante dell'umidità
all'interno dei quadri elettrici, attivando il
riscaldatore anticondensa o il ventilatore al
superamento di un valore preimpostato di
umidità relativa dell'aria.
• Struttura esterna in PC/ABS.
• L'igrostato può essere montato a scatto su
guida 35 mm, secondo EN 50022.
• Connessione elettrica con terminali a vite.
■ Campo di Regolazione 10~90 (%U.R.)

It constantly control the humidity inside
electrical enclosures activating the
anticondensate heaters or fans, when the set
air humidity value is exceeded.
• PC/ABS External case.
• To be click-mounted to a 35 mm guide, as
per EN 50022.
• Electrical connection with terminals by
means of screws
■ Regulation range 10~90 (%U.R.)
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LIVELLO DI CONTATTO
CONTACT LEVEL

CODICE
CODE

CORRENTE NOMINALE
NOMINAL CURRENT

TENSIONE NOMINALE
NOMINAL TENSION

TOLLERANZA
TOLERANCE

MEDIO
MEDIUM

MASSIMO
MAXIMUM

1 di 2



RAMKLIMA LINE

IGROSTATO
HYGROSTAT

Specifiche tecniche Technical Specs
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